
MATERIALS HANDLING TECHNICAL MANUAL | VOL. 4

M
A

T
E

R
IA

LS
 H

A
N

D
LI

N
G

89

BEAVER MATERIALS HANDLING (CONT’D)

BEAVER OXYGEN / ACETYLENE GAS BOTTLE TROLLEY
Designed for use as a trolley, lifting frame or used with a forklift

Product  
Code

Capacity 
(kg)

H
mm

B  
mm

W 
mm

C 
mm

A
mm

D
mm

Weight
(kg)

UOM

263200T 200 1600 1280 635 394 644 100 76 Each
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BEAVER SHORT EXTENDABLE FORKLIFT JIB 2.5T
Simple to fit and use. Safe and easy to adjust.

Working Load Limit (WLL) per position

Position 1 2 3 4

Extension (mm) 790 1200 1580 1960

WLL (kg) 2500 1200 900 750

Product 
Code

Capacity 
(kg)

Fork Pocket 
Size mm

Fork Pocket 
Centres mm

Weight
(kg)

UOM

262223 2500 185 x 65 275 100 Each

Other sizes and capacities available on request.
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Type FJCS25 Fixed Jib (Short) 
The type FJCS25 Fixed Jib (Short) is designed as an 
affordable general purpose Jib able to manoeuvre in 
confined spaces, with a 1.96 metre reach when fully 
extended. This slip-on Forklift attachment is held to 
the Forklift by a safety chain. The Jibs overall length 
when closed is 1.3 metres. 

The standard finish on the type FJCS25 Fixed Jib 
(Short) is Zinc Plated. 

SPECIFICATIONS: 

• Safe Working Load (SWL) 2500kg Max. 
• Unit Weight 100kg 
• Load Centre 790mm 
• Pocket Size 185 x 65 
• Pocket Centres 275 mm 
• Horizontal C of G 630mm 
• Vertical C of G 135mm 

POSITION                     1          2          3          4

EXTENSION (mm)       790    1200    1580    1960

SWL (kg)                     2500   1200      900      750

SAFE WORKING LOADS (SWL) PER POSITION

1960 MAX (Position #4)
Extension Datum
(refer Table below)

47
5

700

1300

1200 MIN (Position #2)475


