
W 18 LTX 125 Quick Inox (600174850) Cordless Angle Grinder

18V Li-ion; Cardboard box

Speed and torque configured precisely for stainless steel processing ensuring a cool grinding action with
perfect finish
Slim design for prolonged comfort when working overhead or in areas with limited space
Metabo "Quick" for changing discs by means of quick-locking nut
Tool-free adjustable guard; twist-proof
Battery pack can be swivelled for better working in hard to reach places.
Overload protection: protects the motor from overheating
Electronic soft start for smooth start-up
Restart protection: prevents unintentional start-up after power cut
Detachable dust filter protects motor from coarse particles
Ultra-M technology for highest performance, gentle efficient charging, optimum energy utilisation and long
service life.
Battery packs with capacity display for checking the charge status
3-year warranty on battery packs thanks to the combined elements of Ultra-M technology
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Illustration
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Characteristics

Type of battery pack Li-ion

Battery pack voltage 18 V

Grinding wheel Ø 125 mm / 5 "
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No-Load Speed 5000 /min

Spindle thread M 14

Weight (including battery pack) 2.4 kg / 5.3 lbs

Vibration

Surface grinding 4.5 m/s²

Uncertainty of measurement K 1.5 m/s²

Grinding with sandpaper 2.5 m/s²

Uncertainty of measurement K 1.5 m/s²

Noise emission

Sound pressure level 83 dB(A)

Sound power level 94 dB(A)

Uncertainty of measurement K 3 dB(A)
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